CHIMEI

FREFXEMNBRAE

CHI MEI CORPORATION

FIREL B 5oL B

EL: 886-6-266-5000

FAX: 886-6-266-5555~

7

7L 5% PS, POLYREX® PH-88S

2k M

March 11, 2009 V1W

¥4 (Properties)  |iB]:& = i (Test Method) |iP] 3% i% i (Test Condition) H = (Unit) PH-88S
51 5 58 & Y : PPN
Tensile Strength ASTM D638 1/8”,6 mm/min Kg/cm*(Ib/in®) 240(3410)
W &
.ﬁi e ASTM D638 1/8”,6 mm/min % 45
Tensile Elongation
TR R " : PPN
Flexural Strength ASTM D790 1/4” 2.8 mm/min Kg/cm“(Ib/in®) 360(5110)
%& W gﬁ'rijf\ ” H 2 L2
Flexural Modulus ASTM D790 1/4”,2.8 mm/min Kg/cm=(Ib/in“) {18000(260000)
IZOD % 3 B 1/4”,23C Kg-cm/cm(ft-Ib/in)|  8.5(1.56)
Izod Impact Strength ASTM D256(Notched) 1/8”,23°C Kg-cm/cm(ft-1b/in)|  9.5(1.74)
P SRS °d . .
2 :
Melt Flow Index ASTM D1238 00C,5Kg g/10min 2.6
R o
ASTM D785 1/4 L Scale 75
Hardness
. ASTM D792 23C 1.05
Specific Gravity ] '
oL B ASTM D1525 1/8"50°C /h C(CF) 100(212)
Vicat Softening Temp. ’ !
BRAER " 190° o o
; 1/4” 12
Heat Distortion Temp. ASTM D648 14”,120°C /hr C(F) 83(181)
P ”
Flammability UL 94 1/16"HB
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